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U.S. SSWR Import Volume from Original Investigation

(in short tons)

1995
ltaly 9,859
Japan e
Korea 10,938
Spain 2,663
Taiwan i
Total 29,393

Source: Prehearing Staff Report (Public Version), Table I-1 (at p. 1-6)

1996
8,289
10,437
2,854

* %%

35,084

1997
8,844
13,937
4,705

* k%

50,851

Change 95-97
-1,015
2,999
2,042

* %k

21,458




SSWR Imports Into and Exports from Italy
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Source: Prehearing Staff Report (Public Version), Table IV-8 (at p. IV-13)




Comparison of Volume of SSWR Imports Into U.S. vs. ltaly
(in short tons)
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Sources: Prehearing Staff Report (Public Version), Tables I-1 (at p. 1-9) and IV-8 (at p. IV-13)




Federacciai Data on Italian Market Consumption of Stainless Steel Wire Rod

(in metric tons)

ltalian Producers' Shipments for Domestic Consumption*
Total ltalian Domestic Consumption
Italian Producers' Share of Italian Market

(in short tons)

ltalian Producers' Shipments for Domestic Consumption*
Total Italian Domestic Consumption

Italian Producers' Share of ltalian Market

*Includes internal consumption.

2006
44,046
168,605
26.1%

2006
48,552
185,853
26.1%

2007
38,849

151,943
25.6%

2007
42,823
167,487
25.6%

2008
30,494

134,244
22.7%

2008
33,614

147,977
22.7%




CONSUMO ITALIANO DI VERGELLA INOSSIDABILE

* Paesi
Anni

2006

%

2007

%

2008

%

2008
Gen./Ott.

%

Francia

33.295

19,8

31.907,

21,0

33.881

25,2

25.256

34,5

Belgio

Lussemburgo

Olanda

250

0,2

122

0,1

167

0,1

50

0,1

Germania

4.088

2,4

3.036

2,0

3.448

2,6

969

1.3

Regno Unito

7.428

44

6.373

4.2

6.528

4,9

4.437

6,1

Irfanda

Danimarca

Grecia

Portogallo

Spagna

54,788

32,5

37.215

24,6

33.459)

24,9

14.756

20,1

Austria

757

0,5

93

0,1

52,

0,1

Finlandia

Svezia

6.620

3,9

6.187|

4,1

79

3.9

1.633

2,2

Slovenia

Estonia

Polonia

Rep. Ceca

Slovacchia

Ungheria

Romania

Bulgaria

Norvegia

Islanda

Svizzera

85

0,1

51

42

Turchia

Russia

Ucraina

Algeria

Egitto

Sudafrica

Africa

USA

20

452

0,3

Canada

Messico

24

Venezuela

Brasile

Argentina

India

1.339

0,8!

3.753

2,5

4.475

3,3

4.128|

5.6

Corea Nord

Corea Sud

4.600

2.7

8.541

66

3.482]

2,6

6.257

8,5

Giappone

18

216

Cina

526

0,3

78,

0.1

Cuba

Taiwan

12,020,

7.1

13.861

9.2

12.853

9.6

4.014

5,5

Allri Paesi

96

“* [TALIA=
Cons. Merg, Naz.

44.046

26,1

38,849

25,6

30.494

22,7

11.732

16,0

CONSUMO

168.605

100

151.943

100

134.2

100

73.312

100

* Fonte: ISTAT
* Fonte : FEDERACCIAI
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» Wire rod

iApplication sectors

- Bar Drawing

- Wire Drawing ©

- Fasteners

- Welding

- Springs

- Cutlery

- Refractories

- High corrosion resistant
- Fe~Ni alloys

SIZE RANGE

Switch to values in mm

Product Diameter/key

ROUNDS diameter 0,217 + 1,260 inches

HEXAGONS key 0,472 + 0,984 inches

TOLERANCES

Switch to values in mm

Diameter Standard Tolerance Extra Standard Tolerance
0,217 + 0,394 inches +/- 0,008 inches +/- 0,006 inches

>0,394 + 0,591 inches [+/- 0,010 inches +/- 0,008 inches

>0,591 + 0,846 inches |+/- 0,010 inches +/- 0,008 inches

0,866 = 1,260 inches +/- 0,014 inches +/- 0,012 inches

out of roundness 80% of the range of tolerance [60% of the range of tolerance
HEAT TREATMENT

wire rod is supplied heat treated according to each steel class, specially:

e solution annealing (RS) for austenitic, duplex and precipitation hardening
martensitic steels;

o recrystallization annealing (RR) for ferritic steels;

e globulization annealing (RL) or hardening and tempering (BN) for martensitic
steels.

SURFACE CONDITION
Wire rod is supplied pickled or, if required, for particular end uses, sand blasted and

pickled. On customer's request wire rod can also be supplied covered with salts for
drawing.

http://www.cogneusa.com/en/sswire_rod_us.asp 4/6/2010
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Cogne Acciai Speciali
ULIMENDSLUND AND WEIGHT UF CULLD
Switch to values in mm
INNER DIAMETER 33,456 inches
OUTER DIAMETER 51,181 inches
P—— ; WEIGHT 2200-2600 Ib
. HOME '
PRODUCTS PACKAGING

Stainless steel wire! All coils are bound with four plastic strips and labelled with an identification tag reporting
rod the following information: Customer, order no., Cogne grade, grade denomination
according to customer's specifications or to the required standard, nominal size, heat no.,
lot no., coil no., net weight in kg. On customer's request plastic wrapping of each coil is

Stainless steel bars r
available

Semifinished CERTIFICATION
products

Test certifications comply with Euronorm EN 10204 3.1B and Euronorm EN 10088 for
Valve steel technical data; the compliance with other standards or specifications must be agreed
upon when ordering.

Tool steel

Atomised powders .
Cogne Specialty Steel USA, Inc.

145 N Franklin Tpke - Ste 207

; C°“°""°XTM et Ramsey, NJ 07446

| QUALITY U.S.A.

G s o ot o Federal Tax ID Number 13-3907371
ENVIRONMENT

¢ ALLOY SURCHARGE

| CONTACT

Leader in
stainless steel
fong products

http://www.cogneusa.com/en/sswire_rod_us.asp 4/6/2010
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¥ Wire rod

iApplication sectors

- Bar Drawing

- Wire Drawing 9

- Fasteners

- Welding

- Springs

- Cutlery

- Refractories

- High corrosion resistant
- Fe-Ni alloys

SIZE RANGE

Switch to values in inches

Product Diameter/key

ROUNDS diameter 5,5 + 32,0 mm

HEXAGONS key 12,0 + 25,0 mm

TOLERANCES

Switch to values in inches

Diam‘eter Standard Tolerance Extra Standard Tolerance
5,5+10,0 mm +/- 0,20 mm +/- 0,15 mm

>10,0 + 150 mm |+/- 0,25 mm +/- 0,20 mm
>15,0+21,5mm {+/-0,25 mm +/- 0,20 mm

22,0 +32,0 mm +/- 0,35 mm +/- 0,30 mm

out of roundness  [80% of the range of tolerance 60% of the range of tolerance

HEAT TREATMENT

Wire rod is supplied heat treated according to each steel class, specially:

e solution annealing (RS) for austenitic, duplex and precipitation hardening
martensitic steels;

o recrystallization annealing (RR) for ferritic steels;

e globulization annealing (RL) or hardening and tempering (BN) for martensitic
steels.

SURFACE CONDITION
Wire rod is supplied pickled or, if required, for particular end uses, sand blasted and

pickled. On customer's request wire rod can also be supplied covered with salts for
drawing.

AR R RIS & RN AR B e o

http://www.cogne.com/en/sswire_rod.asp 4/6/2010
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Cogne Acciai Speciali
DIMENDSIUND AND WELGHI UF LULLS
Switch to values in inches
INNER DIAMETER 850 mm
QUTER DIAMETER 1300 mm
e e e e ey (WEIGHT 1000-1200 kg
HOME
MEC‘)MPANY PROFILE PACKAGING
PRODUCTS ]

i ) All coils are bound with four plastic strips and labelled with an identification tag reporting
Stainless steel wire: (he following information: Customer, order no., Cogne grade, grade denomination
‘rod according to customer's specifications or to the required standard, nominal size, heat no.,
Stainless steel bars lot no., coil no., net weight in kg. On customer's request plastic wrapping of each coil is
Semifinished available
products

CERTIFICATION
Valve steel
Tool steel Test certifications comply with Euronorm EN 10204 3.1B and Euronorm EN 10088 for
Atomised powders technical data; the compliance with other standards or specifications must be agreed
. ™ upon when ordering.
. Concrinox
| QUALITY
ENVIRONMENT Cogne Acciai Speciali S.p.a.
""""" “Socio Unico®
OURLOCATIONS Via Paravera 16, 11100 Aosta (ITALY)
CUSTOMER CARE VAT Number IT005?1320076
NEWS & EVENTS Condition of sale
! Info
JoBs
Leader in ‘

stainless steel
long products

http://www.cogne.com/en/sswire_rod.asp 4/6/2010
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= Cogne Acciai Speciali .. go to our corporate site «a‘»:'ﬂf{{{:b

! HOME

PRODUCTS » USA contact information

QUALITY
i Cogne Specialty Steel USA, Inc.
i ENVIRONMENT 145 N Franklin Tpke - Ste 207

R Ramsey, N1 07446
ALLOY SURCHARGE | Te|. 212-785-2456

Fax 201-825-1807

i CONTACT
‘ Contacts:
Christian Bonomelli: cbonomeli@cogne.com
o Giulio Girivetto: giulio.girivetto@cogne.com
Leader in o: giulio.girivetto@cog

stainless steel = sales force:
. w Paul Lucas (stainless steel bars): paul.lucas@cogne.com
lang prOdUCts . = Frank Habuda (tool steel): frank.habuda@cogne.com
i = George McCarthy (semi products): mccarthygeorge@sbcglobal.net

» Steve Pass (wire): spass@peoplepc.com

* World corporate contacts

Cogne Acciai Speciali 5.p.A.
16, Via Paravera

11100 Aosta (AO) Italy

Tel. ++39 01 65302 1

Fax ++39 01 65 43 833
E-mail per Info.

Novacciai S.r.l.

26, Via Verdi

28060 S. Pietro Mosezzo (NO) Italy
Tel. ++3903 21 53 06 11

Fax ++39 03 21 53 06 27

E-mail: info@novacciai.it

Dong Guan Cogne Steel Products Co Ltd
Li Wu no 6 - Economic Development Zone
Wusha, Chang An Town

Dong Guan City, Guang Dong CHINA

Tel. +4+86 769 85 41 77 42

Fax ++486 769 85 41 77 41

E-mail: edoardo.andreini@cogne.com.cn
(MD)

E-mail for commercial inquiries

Cogne Specialty Steel USA, Inc.
145 N Franklin Tpke - Ste 207
Ramsey, NJ 07446
U.S.A.

Federal Tax ID Number 13-3907371

http://www.cogneusa.com/en/world.asp
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